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§60.58b

§60.57b Siting requirements.

(a) The owner or operator of an affected fa-
cility shall prepare a materials separation
plan, as defined in §60.51b, for the affected fa-
cility and its service area, and shall comply
with the requirements specified in para-
graphs (a)(1) through (a)(10) of this section.
The initial application is defined as rep-
resenting a good faith submittal as deter-
mined by EPA.

* * * * *

(6) As required under §60.59b(a), the owner
or operator shall submit to EPA a copy of
the notification of the public meeting, a
transcript of the public meeting, the docu-
ment summarizing responses to public com-
ments, and copies of both the preliminary
and final draft materials separation plans on
or before the time the facility’s application
for a construction permit is submitted under
40 CFR part 51, subpart I, or part 52, as appli-
cable.

* * * * *

§60.58b Compliance and performance
testing.

(a) The provisions for startup, shut-
down, and malfunction are provided in
paragraphs (a)(1) and (a)(2) of this sec-
tion.

(1) Except as provided by §60.56b, the
standards under this subpart apply at
all times except during periods of
startup, shutdown, and malfunction.
Duration of startup, shutdown, or mal-
function periods are limited to 3 hours
per occurrence, except as provided in
paragraph (a)(1)(iii) of this section.

(i) The startup period commences
when the affected facility begins the
continuous burning of municipal solid
waste and does not include any
warmup period when the affected facil-
ity is combusting fossil fuel or other
nonmunicipal solid waste fuel, and no
municipal solid waste is being fed to
the combustor.

(ii) Continuous burning is the contin-
uous, semicontinuous, or batch feeding
of municipal solid waste for purposes of
waste disposal, energy production, or
providing heat to the combustion sys-
tem in preparation for waste disposal
or energy production. The use of mu-
nicipal solid waste solely to provide
thermal protection of the grate or
hearth during the startup period when
municipal solid waste is not being fed
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to the grate is not considered to be
continuous burning.

(iii) For the purpose of compliance
with the carbon monoxide emission
limits in §60.53b(a), if a loss of boiler
water level control (e.g., boiler
waterwall tube failure) or a loss of
combustion air control (e.g., loss of
combustion air fan, induced draft fan,
combustion grate bar failure) is deter-
mined to be a malfunction, the dura-
tion of the malfunction period is lim-
ited to 15 hours per occurrence.

(2) The opacity limits for air curtain
incinerators specified in §60.56b apply
at all times as specified under §60.56b
except during periods of malfunction.
Duration of malfunction periods are
limited to 3 hours per occurrence.

(b) The owner or operator of an af-
fected facility shall install, calibrate,
maintain, and operate a continuous
emission monitoring system and record
the output of the system for measuring
the oxygen or carbon dioxide content
of the flue gas at each location where
carbon monoxide, sulfur dioxide, or ni-
trogen oxides emissions are monitored
and shall comply with the test proce-
dures and test methods specified in
paragraphs (b)(1) through (b)(7) of this
section.

(1) The span value of the oxygen (or
20 percent carbon dioxide) monitor
shall be 25 percent oxygen (or 20 per-
cent carbon dioxide).

(2) The monitor shall be installed,
evaluated, and operated in accordance
with §60.13 of subpart A of this part.

(3) The initial performance evalua-
tion shall be completed no later than
180 days after the date of initial start-
up of the affected facility, as specified
under §60.8 of subpart A of this part.

(4) The monitor shall conform to Per-
formance Specification 3 in appendix B
of this part except for section 2.3 (rel-
ative accuracy requirement).

(5) The quality assurance procedures
of appendix F of this part except for
section 5.1.1 (relative accuracy test
audit) shall apply to the monitor.

(6) If carbon dioxide is selected for
use in diluent corrections, the relation-
ship between oxygen and carbon diox-
ide levels shall be established during
the initial performance test according
to the procedures and methods speci-
fied in paragraphs (b)(6)(i) through
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